140 MPH WIND LOADS ON EXTERIOR OPENINGS AS PER FIGURE 1 A
0 0 SO ORO GS AS GU 609 TOP OF RIDGE 30'-2" TOP OF RIDGE 30'-2" 12
-
OPENING TOTAL TOTAL LENGTH OF BUCK/ L.B.LOAD PER LIN. FT. FOR ~ /// [~ 4
SIZE AREA LOAD ATTACHMENT BUCK, SILL, THRESHOLD T [~ — ] S~
: " " f " — \\ T \\

35 SH window 53" X 63 23.2 812 LB 232 43 LB PERFT \ : r I~ : 7 \ | - = I~ ; 7
1/2 35 window 23 3/8" X 63" 11.5' 403 LB 172 3/4" 28 LB PERFT - I " | - | |
25 SH window 36 7/8" X 63" 15.9' 557 LB 199 3/4" 34 LB PERFT 9 F 9
1/2 33 window 26 3/8" X 38 3/8" 7.1' 249 LB 129 12" 23 LB PERFT Eb E&) M ETAL R()O F
1/2 32 window 26 3/8" X 26" 4.8 168 LB 104 3/4" 20 LB PERFT
Dbl. French door 6'0" X 6'8" 40.1' 1404 LB 304" 56 LB PERFT M ETAL ROO F T
Front door 3'0" X 6'8" 20.0 700 LB 232" 37LB PERFT \'\M\ | | |
Exterior door 2'8" X 6'8" 17.8' 623 LB 224" 34 LB PERFT TOP TOP Clé sp REVISIONS
Exterior sgd 8'0" X 6'8" 53.3' 1866 LB 352" 64 LB PERFT b L e
Load Factor 3:5|b. Per-sq. ft. ' ' RAISED DECO STU CCO 10—14.‘15
1)  For exterior windows use 1 x 4 P.T. buck on jambs and head tapcon through window frame and buck to substrate. Where 2x bucks are used see table.
2)  For doors shim and screw through door frame to substrate per manufacturers specifications. Where 2 x bucks are used see table. 1 O 21 1 5
3) For frame openings install per manufacturers specifications.

4)  Provide enough fasteners of type used to equal or exceed manufaturers specifications for stated pressures. : 10 "29 "1 5
5)  Fasteners are required no closer than 2" or more than 4" from ends and spaced equal in distance along balance of buck. TU C C O

10!_0!!
10!_0!!

- Minimum fasteners for top buck is 2. _ x

Minimum fasteners for side buck is 3.

I3

Minimum fasteners for sill is 2.(or approved structural sill) 7 7

Approved Fasteners:

3/16 Tapcon with 1 3/4" penetration = 230 Ib. of holding power RAISED STUCCO BAND —— RAISED STUCCO BAND —

1/4" Tapcon with 2" penetration = 380 Ib. of holding power F.FL. F.FL.
Standard T nail 1 3/8" long = 44 Ib. of holding power

6) For garage door use minimum 2x6 P.T. buck for jambs and required spring pads.

7)  Garage door ""bucks'' shall be attached to studs with 3/8 x 4'" lag bolts or to concrete with 1/2''x6" sleeve anchors spaced 24" o.c. with minimum of 3 bolts.

See manufacturers specifications for required fasteners to attach garage door, entry doors, patio doors and windows to building.

NOTE: For Pocket Sliding Glass Door Walls Use 1/4'"" Tapcon With 2" Penetration 8''O.C. Top & Bottom, Where Top Buck Cannot Be Screwed Into
Existing Header Use 2 Simpson MTS-12 From Top Plate To Truss Or Joist Abv. For Circle Top Or Transome Windows Use Buck attachment Appropriate
For Total Opening Size, Supply Blocking For Window Screws As Per Manufactureres Specs & For Plywood Use Exterior Sheeting Nailing Pattern.

12!_0"
12!_0!!

NOTES:

1.THESE PLANS CONFORM TO THE STRUCTURAL —
STUCCO

THESE PLANS HAVE BEEN DRAWN TO THE BEST OF THE DESIGNER'S
CONTRACTOR. EVERY EFFORT HAS BEEN MADE TO AVOID ERRORS
AND/OR OMISSIONS. CLIENT AND/OR CONTRACTOR MUST VERIFY ALL
DIMENSIONS, DETAILS, AND SPECIFICATIONS. THE DESIGNER WILL NOT
BE RESPONSIBLE OR LIABLE FOR ANY ERRORS AND/OR OMISSIONS
AFTER DRAWINGS ARE SIGNED AND SEALED BY THE ENGINEER.
DESIGNER, AND MAY NOT BE REPRODUCED, PUBLISHED, OR USED IN
ANY WAY WITHOUT THE WRITTEN CONSENT OF THE DESIGNER.

ABILITY, TO MEET THE SPECIFICATIONS OF THE CLIENT OR
THIS DRAWING AND ITS REPRODUCTIONS ARE THE PROPERTY OF

REQUIREMENTS OF FBC 2014 SECTION 1609.3.1 FOR — /
EXPOSURE C, A ULTIMATE DESIGN WIND SPEED OF 140 MPH —

& A NOMINAL DESIGN WINDSPEED OF 106 MPH. WITH A RAISED STUCCO BAND

MEAN ROOF HEIGHT OF 33' OR LESS, A RISK CATEGORY I
AND A LOAD AND RESISTANCE DESIGN FACTOR OF (1). THE F.FL. F.FL.
NOMINAL DESIGN PRESSURES FOR THIS STRUCTURE ARE :

+30.45, -32.80 PSF. (ENCLOSED) GARAGE DOOR DESIGN
PRESSURE IS +/- 19.7 PSF.

VT —— REAR ELEVATION FRONT ELEVATION

_8"‘
8"‘

4" 0/C SHORT SIDE, &d

©" O/C LONG SIDE ,&d : " _ 44

12" O/C FIELD, &d 56/41-5 7/ - 7
SCALE: 1/4" = 1’

FOR ROOF SHEATING:
6" 0IC &d
3" O/C EDGE & END ZONE

3. WOOD FOR STRUCTURAL CONDITIONS TO BE GROUP I
SPECIES OR MINIMUM fb=>1300psi.

4. ALL EXTERIOR WALLS ARE SHEAR WALLS EXCEPT FOR

OPENINGS. - / .
" m 1 T m\ m T T /m
B. FOR MISSED DOWELS DRILL &"D. HOLE MIN., CLEAN OUT o ~~—_ T ~

AND FILL WITH APPROYED EPOXY, INSERT ROD LEAVING 25" v 71— 7 ) ] <= 7
MIN. LAF WITH DOWNROD. I [

6. ELECTRICAL DEPICTED FOR GENERAL LAYOUT ONLY. ALL METAL ROOF METAL ROOF
OUTLETS AND FIXTURES TO BE FIELD VERIFIED AND TO
COMPLY TO THE 2011 NEC 210.52, NFPA 70-05 AND NFPA = =T

70A-05 q? sP :? sj

7. ALL EQUIPMENT EXTERIOR AND INTERIOR TO BE A
MINIMUM OF 6" ABY. GRADE. _ — RAISED DECO
STUCCO

ORMOND BEACH 32174

783 N US HWY 1

OFFICE / WAREHOUSE

&. POUR VERTICAL CELLS ON EACH SIDE OF ALL EXTERIOR
OPENINGS REGARDLESS IF STEEL IS PRESENT... FOR

TAPCON IMBED SUFPPORT.

9. ALL GLASS AND GLAZING INSTALLATION SHALL BE IN :
ACCORDANCE WITH CHAPTER 3 SECTION 308.4 OF THE 5th STUCCO

[ o R

ADDITION 2014 FLORIDA RESIDENTIAL CODE. TEMPERED e — = N & 8
CLASS TO BE USED IN POOL, HOT TUB, SAUNAS. TUB & ' : oo 3
SHOWER AREAS WHERE GLAZING IS WITHIN 60" MEASURED STUCCO 2803 3
VERTICALLY FROM THE BOTTOM EXPOSED EDGE OF GLAZING — Ay ;&3 o
AS PER 308.4.5. AND WITHIN 18" OF THE FINISHED FLOOR ZHLTySes
THROUGHOUT THE RESIDENCE PER 308.3. 2zzTauge
o w g2 238
@) 0 o L g ¥
0 = w Qv
Somgsdny
) V=

S SRSV

~ RAISED STUCCO BAND RAISED STUCCO BAND <Zavk1i8
EOo-039 8883

PLUMBING SIZES / NOTES:

1. All main drain lines exiting house to be installed as per 710.1. 3" up to
36 fixture/units. 4" from 37 fixture/units up to 180 fixture/units.

2. Each house shall have a main vent as defined by 903.1 & 916.1.

3. A bathroom group as defined in 709.1shall have a 1 1/2" vent thru roof.

4.1 1/2" & 2" vents shall vent fixtures as defined by 916.1.

_ o 09-21-15
5. A major shall never pass a minor using the same upstream vent. DATE
6. All kitchens shall be autovent.

CAMPANA

7. Bath fans to terminate through soffit 3' min. from openings.

o e o LEFT ELEVATION RIGHT ELEVATION

FINAL

9. All quick closing valve fixtures in block walls will have air chambers on

SERIES

hot and/or cold piped in wall. SCALE: 1/4" = 7' SCALE: 1/4" =171’

10. All washing machine hookups in interior walls will have #38957 NOTED

exposed chamber washer box installed. SCALE

11. All ice makers in interior walls will have #38608 exposed chamber ice
line box installed.

1
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ORMOND BEACH, FL 32174 R E—
LOCATION MAP C1. EROSION CONTROL/TREE REMOVAL PLAN
OWNER: SURVEYOR: C2. DIMENSION PLAN
STEVEN CAMPANA KUHAR SURVEYING AND MAPPING, LLC
33 LIVE OAK AVENUE 112 OCEAN GROVE DR, C3. PAVING, DRAINAGE & UTILITY PLAN
a3 —
\ . (386) 868- _ C4. UTILITY PLAN -
% EMAIL: T
=
| ( x I
o SITE LANDSCAPE ARCHITECT: Cs. SECTION VIEWS i U
) LOCATION ENGINEER: ' O €
@ C Fiees X e RICHARD B. TRUITT LANDSCAPE ARCHITECTURE, INC. TR
y oo THE ALANN ENGINEERING GROUP, INC. C6 LIET STATION n >
w RICHARD B. TRUITT, RLA, ASLA, CPCO : L
o B8 CONSULTING ENGINEERS O @)
115 COUNTRY CLUB DRIVE O
880 AIRPORT RD. STE. 113 ORMOND BEACH, FL 32174 .- EDOT/IMOT DETAILS < = @)
ORMOND BEACH, FL 32174 : = O
_ PH. (386) 672-5457 FAX. (386) 672-0498
PH. (386) 673-7640 FAX: (386) 673-3927 _ < S
2 _ EMAIL: CULLIVERDESIGN@CFL.RR.COM o
% EMAIL: KAB@AE-GROUP.COM CS. SITE DETAILS S a4
56\“6 Cg L<)
& (W . SITE DETAILS
@g“‘ SITE DATA: PROPOSED USES:
FLOOD ZONE:
PARCEL ID # : 4240-04-00-0100 ZONE 'AE', BASE FLOOD ELEVATION 6 (NAVD 88), MAP NUMBER RETAIL/OFFICE C10. SITE DETAILS
12127C0212J, EFFECTIVE DATE FEBRUARY 19, 2014.
ZONING:
B-8 COMMERCIAL BUILDING DATA: C11. SITE DETAILS
FUTURE LAND USE:
GENERAL COMMERCIAL BUILDING INFORMATION:
BUILDING FOOTPRINT: 1,216 SF (TOTAL UNDER ROOF)
EXISTING USE: BUILDING HEIGHT: 24'-8"
VACANT NUMBER OF STORIES: ONE (WITH STORAGE LOFT ABOVE OFFICE)
TOTAL BUILDING AREA: 1,216 SF
EXISTING IMPERVIOUS SURFACE RATIO: 0 S.F. (0 AC.) = 0.00% TYPE OF CONSTRUCTION: TYPE Ill B UNSPRINKLED
SOILS MAP EXISTING PERVIOUS SURFACE RATIO: 44,857 S.F. (1.03 AC.) = 100% FINISH FLOOR ELEVATION: 7.0
TOTAL AREA: 44,857 S.F. (1.03 AC.) = 100% 2 2 3
PARKING REQUIREMENTS: | %
PROPOSED IMPERVIOUS SURFACE RATIO: 7,180 S.F. (0.16 AC.) = 16.0% 342 SF OF OFFICE @ 1 SPACE FOR EACH 200 SQUARE FEET = 1.71
PROPOSED PERVIOUS SURFACE RATIO: 37,677 S.F. (0.86 AC.) = 84.0% 874 SF OF RETAIL @ 1 SPACE FOR EACH 250 SQUARE FEET = 3.50
TOTAL AREA: 44,857 S.F. (1.03 AC.) = 100% TOTAL REQUIRED = 5.2 OR 6 SPACES
PROPOSED PARKING SPACES PROVIDED: ol o
BUILDING SETBACKS REQUIRED: 9 (5 STANDARD, 1 HANDICAPPED, 3 DEFERRED) 2l g
FRONT-20"; REAR-30"; SIDE-10' g 2z
S| 5|9
o o )
BUILDING SETBACKS PROVIDED: el °l s
FRONT-72"; REAR-90'; SIDE-10' % g o
LANDSCAPE BUFFER REQUIRED: STATEMENT OF INTENT G| &
FRONT-20; REAR-30'; SIDE-10' S| =
LANDSCAPE BUFFER PROVIDED: CONSTRUCTION OF AN OFFICE, RETAIL BUILDING WITH x| &
ERONT20 0 REAR.BE B SIDEL0 ASSOCIATED PARKING & STORMWATER °| ©
NI
SR
8
GENERAL NOTES < _1s
zZ
1. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF ORMOND BEACH'S LAND DEVELOPMENT CODE REQUIREMENTS, AND THE
STANDARD CONSTRUCTION DETAILS AND CONSTRUCTION SPECIFICATIONS (SCDCS).
2. NO LAND SHALL BE CLEARED, EXCAVATED OR FILLED AND NO STRUCTURE SHALL BE ERECTED, REPAIRED OR DEMOLISHED WITHOUT PROPER n
PERMIT(S) AS REQUIRED BY THE CITY OF ORMOND BEACH. w § Ly 5
= z et
3. NOTIFY THE CITY OF ORMOND BEACH 2 BUSINESS DAYS PRIOR TO THE START OF CONSTRUCTION. 8 § & 1
4. ANY CONSTRUCTION CHANGES TO APPROVED PLANS SHALL BE SUBMITTED TO THE CITY OF ORMOND BEACH FOR APPROVAL PRIOR TO a
PERFORMING THE WORK.
5. ROAD CONSTRUCTION AND PIPE INSTALLATION COMPACTION AND DENSITY TESTING SHALL CONFORM TO THE CITY OF ORMOND BEACH’S OUTSIDE AGENCY PERMIT CHECK LIST w T E n
MINIMUM  REQUIREMENTS. CERTIFIED COPIES OF TEST REPORTS SHALL BE SUBMITTED TO THE CITY OF ORMOND BEACH INSPECTOR AND THE = E S E
CITY OF ORMOND BEACH’S ENGINEERING DIVISION. - ® -~
IN ORDER TO ENSURE THAT ALL WORK WITHIN THE CITY
6. A PRE—PAVING UTILITY INSPECTION MUST BE REQUESTED AND COMPLETED PRIOR TO THE PAVING OF ALL ROADS, STREETS, AND PARKING IS CONSTRUCTED IN ACCORDANCE WITH ALL RELEVANT FEDERAL,
AREAS. STATE AND COUNTY REGULATIONS, IN ADDITION TO THE CITY
REGULATIONS, THE APPLICANT SHALL CHECK ALL OUTSIDE o >
TURNBULL MUCK: 67 HYDROLOGICAL GROUP D 7. A FINAL INSPECTION, TO BE CONDUCTED BY THE CITY OF ORMOND BEACH, SHALL BE PERFORMED ON ALL CONSTRUCTION. THE DESIGN BELOw, | TS REQUIRED FOR THIS PROJECT ON THE LIST Z o z =
ENGINEER SHALL NOTIFY THE CITY OF ORMOND BEACH WHEN REQUESTING A FINAL INSPECTION. g g E 5
THIS LIST WILL ALSO BE USED BY CITY PERSONNEL TO A g
8. AS—BUILT DRAWINGS SHALL BE SUBMITTED IN ACCORDANCE TO THE CITY OF ORMOND BEACH RULES & REGULATIONS. MENAML AU s iR B i R v o
TO FINAL SITE PLAN REVIEW COMMITTEE (SPRC) SIGNOFF.
9. UTILITIES ARE SHOWN BASED ON BEST AVAILABLE INFORMATION. CONTRACTOR SHALL LOCATE & FIELD VERIFY ALL UTILITIES PRIOR TO START
OF CONSTRUCTION‘ (SELF CERTIFICATION)
1 [ ] SJRWMD ENVIRONMENTAL RESOURCE PERMIT (ERP)
10. ALL UTILITIES SHALL BE LOCATED UNDERGROUND. 2 [x] DEP WASTEWATER CONSTRUCTION/CONNECTION PERMIT
3 [ ] DEH WATER CONSTRUCTION/CONNECTION PERMIT
LEGAL DESCRIPTION 11. CONTRACTOR SHALL ATTEND A MANDATORY PRE—CONSTRUCTION MEETING W/CITY STAFF PRIOR TO ANY DISTURBANCE OF PROPERTY. 4 [x] FDOT UTILITY PERMIT
5 [x] FDOT DRIVEWAY CONNECTION PERMIT
PART OF THOMAS J. KITTRELL AND EARL L. MILLER PROPERTY LYING ON THE NORTHERLY SIDE OF U.S. HIGHWAY # 1 AND IN 12. THIS PROPERTY IS LOCATED IN FLOOD INSURANCE RATE MAP (F.I.LR.M.) ZONE ’AE’. THIS LOCATION IS DETERMINED BY SCALING FROM F.L.R.M. 6 [ ] COUNTY USE PERMIT
MARTIN HERNANDEZ GRANT, BEING SECTION 40, TOWNSHIP 14 SOUTH, RANGE 32 EAST, VOLUSIA COUNTY, FLORIDA, SAME MAP NO. 12127C0212 J. MAP EFFECTIVE DATE: FEBRUARY 19, 2014. 7 [x] FDOT DRAINAGE CONNECTION PERMIT (EXCEPTION LETTER)
BEING MORE PARTICULARLY DESCRIBED AS BEGINNING AT A POINT ON THE NORTHERLY SIDE OF STATE HIGHWAY 5 AND U.S. 8 [x] DEP NPDES NOI
HIGHWAY # 1, 1050 FEET SOUTHEASTERLY FROM THE POINT AT WHICH NORTH LINE OF MARTIN HERNANDEZ GRANT STRIKES 13. ALL CONSTRUCTION WITHIN FDOT RIGHT—OF—WAY SHALL CONFORM TO THE 2015 FDOT DESIGN STANDARD INDICES, THE 2015 FDOT STANDARD 9 [ ] OTHER (PLEASE SPECIFY)
THE SAID NORTHERLY SIDE OF U.S. HIGHWAY # 1, SAID LINE ALSO PRESENTLY IS THE NORTH LINE OF THE CITY LIMITS OF THE SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION, THE FDOT UTILITY ACCOMMODATIONS MANUAL AND THE 2009 MUTCD.
CITY OR ORMOND BEACH, FOR A DISTANCE OF 225 FEET TO A POINT; THENCE AT RIGHT ANGLES TO SAID HIGHWAY
NORTHEASTERLY FOR A DISTANCE OF 200 FEET TO A POINT; THENCE NORTHWESTERLY AND PARALLEL TO U.S. HIGHWAY # 1 14. ALL DISTURBED AREAS WITHIN THE FDOT ROW SHALL BE SODDED.
FOR A DISTANCE OF 225 FEET TO A POINT; THENCE SOUTHWESTERLY FOR 200 FEET TO BEGINNING POINT.
15. ELEVATIONS SHOWN HEREON ARE BASED ON, NAVD 1988 DATUM. STANDARD CONSTRUCTION DETAIL INDEX
LEGAL DESCRIPTION TAKEN FROM SPECIAL WARRANTY DEED. BOOK 4908 PAGE 1762 OUTSIDE AGENCY PERMIT CHECK LIST M—21
= JAN. 2012
SHEET
CO o 11




START RETAINING WALL

WALL HUNG A/C UNIT /

LIFT STATION ——__|

END RETAINING WALL _—

10° SETBACK /

EXTEND 18" RCP CULVERT 8 LF

CONSTRUCT M.E.S.

— HC SIGN ON BLDG

WETLAND /

PHASE 2 BOARDWALK BY OTHERS

~——— 20.00

HEADER CURB

90.12
63.54
MATCH EXISTING GRADE
25.00 ALONG SETBACK
25’ SETBACK
o —
_ — \‘
- 10/00 —— 5@\ \\
BEGIN RETAINING WALL
PROVIDE STEMWALL . 404
ON BUILDING FOR
GRADE TRANSITION \
WAREHOUSE ENTRAW
A —_—
H o L 6.00
2800 I R5.00
BUILDING F.F. = 7.00 BIKE RACK

EDGE OF WATER

END RETAINING WALL

WHITE STRIPING =N

24" WIDE WHITE THERMOPLASTIC-STOP __|
BAR & STOP SIGN R1-1 30"x30"

LEGEND
=£)  WALL

d waL

NOTES:

| FEET

MOUNTED LIGHT (RE: SHT CO010)

MOUNTED FLOOD LIGHT (RE: SHT CO10)

1. IF DEFERRED PARKING IS CONSTRUCTED,
REMOVE CURB IN FRONT OF 3 SPACES AND
CONSTRUCT A NEW HEADER CURB AROUND
BACK OF THE 3 NEW SPACES.

2. SOLID WASTE TO BE PROVIDED BY
ROLL—OFF CANS

’ T 7 / T R5.00
| 32.00 - 10.00
|
O - 10.00 — Tsoll— |
\
- N%.00 R5.00
—— . - CONSTRUCT 1 LF EARTHEN
4.80 - al o l ‘ OVERFLOW WEIR AT ELEV=3.51
) ST : R .74 .
/ A | - g 4 3
. -
~) \ R10.00
~— 10.00 ——
— - 5" TRANSITION - 10.00 —=
R5.00 TO END CURB
—=— 5.00 [=— 12.00 —= T
SKIMMER
7.28 15.00 ——="
24.00 \(— _L— \
7 9 00 R10.00 R1SOO-—//
-~ 10’ SETBACK
R15.00 , | ‘ R10.00
L] : f r 20" SETBACK | + 76.12
8:
1 1 1 o 1 1 | 1 1 1 1 1 1
L L L ‘ L _fl_l 7.00 — L L L L L L
2.00
25.00
4" HIGH WHITE 128.75 =
DECORATIVE FENCE 20.00
OPEN RAILING OR 15,
PICKET
i I
00— | 20 LF — 4” WDE
P DOUBLE YELLOW STRIPE
R21.00
R25.00
WHITE STRIPING
A T _ 203.12 _
—— 1,145 + —

<—| 22.00
[

ALANN ENGINEERING
GROUP, INC.

880 AIRPORT ROAD, SUITE. 113
ORMOND BEACH, FL 32174
TEL: (386) 673-7640

FAX: (386) 673-3927

CONSULTING ENGINEERS
CERTIFICATE No. EB5479

-
-
o

DIMENSION PLAN

CAMPANA OFFICE/RETAIL
ORMOND BEACH, FL

AB
KAB
BY

REVISION

DATE

2 (2/23/16 |REV. PER CITY COMMENTS
12/15/15 | REV. PER CITY COMMENTS

1
NO.

DATE
11/06/2015
SCALE
1"=10'

FILE
1515-1
PROJECT
1515-1

DESIGNER
KAB
DRAWN BY
CTB

SHEET
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START RETAINING WALL

LIFT STATION TOP EL=6.25

END RETAINING WALL —]

7297
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63.

54

MATCH EXISTING GRADE
ALONG SETBACK

EDGE OF WATER

—_—

— —
e N
/ GRADE A;\
/ BACK OF CURB \
4.87 ]
pe
( 4,87 /< ;
EDGE OF 0.3 /
PUMT. GRADE TOP OF
QURB GRADE
N yd
—— 1l _ _—

TYPICAL GRADES ALONG CURB

5.1

1.18
1.36
7.00 1.25
5.70
= x
299 1+30=
— = 1.16
Tt
\ T 5.89 -
'lé\ 2.58 5.62 115
BEGIN RETAINING WALL 0,92
6.13 5.65 1.80 :
PROVIDE STEMWALL ] ] > 83
ON BUILDING FOR 5.61 585" |5.85 : . « 250
GRADE TRANSITION T \ : END RETAI
700 N 585n 220N\ 5.63 5.39 v 1.69
\ .
1 611 5.91 571 >1° |- N / 1,80
K : ]
é BUILDING F.F. = 7.00 / +90 >0%
.= . 6.41 //
6.61 R = ox 760 45Q]
7.00 5.91 5.81 5.81 / / /
: : 5.53 T 4.60 20N N
. 6.3 : : 4.8 \ >
-0
T 6.92 1 6.11 \ 5.79 \ 55U 7 & N4.95 J \ 1.83
5.96 = G
| 6.86 05T 5.88 4.66 # |
/ . \ 6.92 / / \
6.44 — / \ —_ _ 0
' l Z8 686 /0 626 pras). ] CONSTRUCT 1 LF EARTHEN
< : y . . ’ . ) . d - ] M
AP 4 ' a ' : M N >-88 ( 4.87 /< OVERFLOW WEIR AT ELEV=3.51
[ ' 4 6:1 | | < IS 6.38 533/
1] € A . 4 2 5.36 \ \\\\\\\\\\
/% 6.78 6.78 6.22 \ "0
] 5.84 .84 4.69 ’
i 4.65 3,00 @ 5.3
/ 5.72 / ' T
) ! 50— [469 1] / k]
5.17
y
4.50
s\ e
\\y ‘\\\_
5 96 M 5.96 5.96 5.84 >.61
SKIMMER
@—\ 5.60 \ 5.49 \ 5.34 17 \
] 5.6
L // 5.70 / 5.64 / = o [
5.08 \
\-518 \\—512 H
[B1T—
L
J [1]
\
1497 4.94 494
473
1470 | |
477V i

| FEET

I

NOTE: FLOOD PLAIN IS ZONE AE WITH
BASE FLOOD ELEVATION 6.0
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CAMPANA

ORMOND BEACH, FL
PAVING, GRADING, & DRAINAGE PLAN
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KAB
BY

REVISION

12/15/15 | REV. PER CITY COMMENTS

DATE

2 (2/23/16 |REV. PER CITY COMMENTS

1
NO.

DATE
11/06/2015
SCALE
1"=10'

FILE
1515-1
PROJECT
1515-1

DESIGNER
KAB
DRAWN BY
CTB
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PLANT LIST: =
O
QUAN.  KEY BOTANICAL/COMMON NAME DESCRIPTION 0 ©
, H N
7 % * INR  llex 'Nellie R Stevens’ 8'ht.x 4'spr. 30" c.t. 5 "
! NELLIE R STEVENS HOLLY 2.5" caliper min. f.q. o« o
NOTE: REAR 30' LANDSCAPE BUFFER 1 %% LI Lagerstroemia indica 'Tuskegee’ 1(3’ht.x 5?spr. (3_—5) Trunks min. w z
SATISFIED WITH EXISTING WETLAND D.ARK PlNK. CRAEE MYRTLE 4, Comt,nlned caliper min. '45 gal. & é
VEGETATION 1 o Ligustrum japonicum 8”ht.x 5'spr. (5) Trunks min. J -
- GLOSSY PRIVET 6" Combined caliper min. f.g. = z
2 % QS Quercus shumardii 12htx 4spr. z 2
SHUMARD OAK 3.9 caliper min.; 100 gal. - A
CEDARA 4 % * SP Sabal palmetto See Plan for o.a. hts. E 5 E
. CABBAGE PALM 10" Trunk Diam. min. B&B 2 £ % & r
\ 6 @ * TD Taxodium distichum 12'ht.x 5'spr. - 2323
/ BALD CYPRESS 3.5" caliper; 65 gal. 5 80 o
/' 13 BF Bulbine frutescens 'Hallmark’ 1 qgal. full ) o ou S E é
\ YELLOW & ORANGE BULBINE (12) Bibs min. 20" o.c. n<¢ S z 8
22 DV Dietes vegeta 24’ht. - S 7
. WHITE AFRICAN IRIS 1 gal. 30" o.c. H 2.3 &
CED@ 32 * HP Hamelia patens 20°ht.x_20"spr. e -
FIREBUSH 3 ,c,gol. 36 oc.
13 * |V llex vomitoria 'Stokes Dwarf’ 15"ht.x 157spr.
DWARF YAUPON HOLLY 3 gal. 30" oc.
45 * MC  Muhlenbergia carillaris 18"ht.x 20 spr.
MUHLY GRASS 3 gal. 36" o.c.
2 PM Podocarpus macrophyllus 48" o.a. ht.
CONE JAPANESE YEW 15 gal.
18 SV Schefflera arboricola 'Trinette’ 20"ht.x_18"spr.
@Rw. DWARF VARIEGATED SCHEFFLERA 3 gal. 30" o.c.
® 102 * VW Viburnum obovatum 18”ht.x 20" spr.
WALTER'S VIBURNUM 3 gal. 36" o.c.
_ As Req. LAWN SEE PLANTING NOTES solid even sod
— * INDICATES NATIVE SPECIES <
10' BUFFER REQUIREMENTS: NOTE: ALL INVASIVE SPECIES (I.E. BRAZILLIAN PEPPER) SHALL BE REMOVED FROM THE SITE )]
57.42' L.F./100(x)3= 2 REQ. TREES PRIORTO C.O. E‘
57.42' L.F./100(x)30= 17 REQ. SHRUBS & GROUND COVER LANDSCAPE SITE DATA CHART: S Z
PROVIDED: 2 TREES (1 EXISTING) DEVELOPABLE ACREAGE = .594 ACRES = 25,915 S.F. / 1500 S.F. = 17 REQ. TREES 1 i
PROVIDED: 17 SHRUBS & 28 GROUND COVER (TO WETLAND SETBACK LINE) LL
LANDSCAPE AREA = 15,115 S.F./400 = 38 REQ. TREES (GREATER REQUIREMENT SHALL APPLY) < - o
(18,735 S.F. Subt. 3,620 for Greenbelt) = 15,115 S.F. LANDSCAPE AREA) Z T
PROPOSED TREES CREDITS AS FOLLOWS: E O B_J
(8) EXISTING SURVEYED TREES PRESERVED ON SITE = 8 TREES s < <
EXISTING WETLAND TREES/VEGETATION = 20 TREES < LLl U
(7) PROPOSED TREES =7 TREES a8
GREENBELT BUFFER (1) CRAPES @ 6" x (2) TREE CREDIT = 2 TREES O ‘-8
e i e T0 DRANAGE DTG TREES PROVIDED ON SITE - 28 TREES =
PM(2) HERE DUE TO DRAINAGE DITCH =
® \\ GREENBELT BUFFER SITE DATA CHART: CZD i
kEDAR&' Q GREENBELT LINEAL FOOTAGE = 181" (x) 20' = 3,620 S.F. a'd
_ 3,620 S.F./ (1) TREE / 200 S.F. = 18 REQUIRED TREES O
C\m T ‘ TREE CREDITS ARE AS FOLLOWS:
- <24 VW(17) () (2) EXISTING OAKS = 2 PROVIDED TREES
: 1 - - < ' L (6) PALMS (3:1) =1 REQ. TREE) = 2 PROVIDED TREES
/ ‘ 3.5" CALIPER CYPRESS TREES =2 REQ. TREE x 6) =12 PROVIDED TREES
/ [ ‘ (3) HOLLIES @ 2.5" = 3 TREES
INR(3) / ] QS(Z)x (/1\)\\\7 ‘ TOTAL PROVIDED TREES: =19 PROVIDED TREES
i P\/\{ A ) TREE LEGEND:
PN s £ ~ Q O12”QL — DENOTES TREE, SIZE & TYPE
10' % A\ “”"'f" ',\ HAK — HACKBERRY
[ e §, GENERAL NOTES:
/ AW \ }' -The Landscape Contractor is to locate and verify all underground and overhead utilities
< O 2 prior to beginning work. Contact proper utility companies and / or General Contractor prior
|V(1 2) - . g to digging for field verification. The City of Ormond Beach shall not be responsible for any Z
BE(12 IV(75) S BF (28) s damages to utility or irrigation lines.
~—10' BUFFER REQU IREM ENTS ( ) . AK11" e -Landscape Contractor is to verify all current drawings and check for discrepancies and - "
114 L.F./1 OO(X)3= 3 REQ TREES SP(3) ‘ BF(55) : A MC(45) | R(1 ) p bring to the attention of the Landscape Architect prior to commencing with the work. E E
114 LF/100(X)30= 34 REQ SHRUBS & GROUND COVER b ; \ A -All unattended and unplanted tree pits are to be properly barricaded and flagged during § % -
PROVIDED: 3 TREES o installation. e a 8
PROVIDED: 38 SHRUBS & 35 GROUND COVER |NR(3) ( -All planting plans are issued as directives for site layout. Any deviations and site changes O o ﬁ
C are to be brought to the attention of the Landscape Architect for clarification prior to & « >
SP(G) VVV(47) / ; — J installation. Z Z &
HP(32) S ' - In the event mechanical equipment is installed on the site in a different area than ?_}J @
VW(38) DV(1 2) g shown on the plans or if mechanical equipment is added that is not shown on the plans it shall g E
B h be fully screened by either fencing or vegetation or a combination of both. &
@18 T — = PLANT!NG NOTES. I HE
! . . . LIFl_I . . . L R R (See plant specification and details for additional standards) SI ﬂl )
— -All plant material is to be Florida Number 1 or better pursuant to the Florida Department
‘ J OARY2" 11" of Agriculture's Grades and Standards for Nursery Plants. . E
14' ' 14" 7 __/ - All trees within lawn areas shall have a 48" diameter mulch ring.
BAH IP‘ BAHIA | BAHIA - Sod is to be grade "A" weed free.
- All areas marked "LAWN" shall be sodded with St. Augustine 'Floratam' solid sod. See limit on plan. DESIGNER
‘ All areas marked 'Bahia Grass' shall be solid sodded with Paspalum notatum. All sod is to be laid level, RBT
tight, and cut even along planting beds.
‘ / EX. DRAINAGE DITCH - All plants are to be top dressed with a minimum of 3"-inch layer of cypress mulch, Grade A or equal. DRAWN BY
‘ | -Planting plans shall take precedence over plant list in case of discrepancies. CAD
DV(1 0) -No changes are to be made without the prior consent of the Landscape Architect and FILE
‘ BF(1 0) (r)n\;v::;.eﬁddmons and / or deletions to the plant material must be approved by the project AMPANA_ LAND
- Landscape Contractor is responsible for providing their own square footage takeoffs and field PROJECT
\i\ verifications for 100% sod coverage for all areas specified. CAMPANA

- All landscape areas are to be provided with automatic sprinkler system which will provide
100% coverage, and 50% overlap.

DATE
10-20-15

- Trees are to be planted within parking islands after soil is brought up to grade. Deeply G F\) A P H | C S C A |_ E SCALE

- All lawn located in parking islands is to be set flush with top of curb. Provide adequate soil to within
3" of top of curb.

" 1
set rootballs are not acceptable. (REFER TO PLANTING DETAILS) 1"=10

MONUMENT SIGN 20’ GREENBELT BUFFER N. HHGHWAY US 1 0 5 10 20 30

SHEET
SCALE: 1" = 10’ LA-10F2






